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A WARNING BEFORE OPERATION ON THE FIXTURE:

Read these instructions and ensure the lamp is not connected to any power supply before installation.
SEED LIGHTING DESIGN CO., LTD. (SEEDDESIGN) guarantees the fixture only if you follow appropriately
these instructions, which must be well kept for future cares.

This warranty does not cover damage resulted from misuse or abuse, lack of reasonable care, loss of parts or subjecting the fixture to
any electrical service other than specified for proper use.

The fixture MUST NOT be modified in any way. Any modification may turn the fixture into dangerous. SEEDDESIGN declines all
responsibility for modified products.

* Replacing bulbs must be of the same type, voltage and wattage as specified in these instructions.
« If the fixture does not work: (1) turn off power supply and check all wire connections; (2) check fuse or circuit breaker and have a
qualified electrician replace if necessary; (3) ensure light bulb is in working order.

« Itis important to note that some pieces vary in shape and color from one to another, as they are mouth-blown glass. Those differences
are not imperfection; rather they guarantee that the glass is handcrafted.

LIMITED WARRANTY

* SEED LIGHTING DESIGN CO., LTD. warrants against defects in materials or workmanship for a period of two years from date of purchase
for use, and agrees to repair or at our option replace a defective unit without charge.

« SEEDDESIGN reserves the right to introduce all changes required for the improvement of the present product at any time and without
prior notice.

CLEAN AND MAINTENANCE
[Metal] :

« Clean off the surface gently by duster sheet.

* Wipe in the same direction with wrunged, moist cloth.

* Use a soft dry cloth to dry off the shade in case of water stain.
[Glass] :

* Wipe in the same direction by wrunged, moist cloth

* If necessary, take off the shade carefully and wash by water, a bit of neutral detergent would be fine.

« Dry off by soft dry fabric or duster sheet.
[Concrete] :

 Clean off the shade by feather duster or dry fabric slightly and regularly.

* When wet cleaning is necessary, wipe the shade with a wet fabric to maintain original appearance evenly.
Attention: Do NOT use dry fabric to wipe off the dust incase surface scratch. Do Not use solvents or chemicals, especially
abrasive cleaner to clean SEED items!
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Steel wire comes out

Knot the wire end,and
@ insert it into the fixing nut.
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Additional attention : adjusting wire length

Cut off
the steel
wire

Adjust the height of

the line to you want

80mm

Peel off outer insulation layer 80mm length, and
peel off inner insulation layer 10mm length.

(2

e x 1 PC

. 10mm

Wrapped the wire end by
metal end cap.
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(bulb not included )
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Parts List

Product :CASTLEPL

Code :SQ-7133CP

Bulb Type :E26 1 x Max. 77 W
Input Voltage :120V /60 Hz
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Step 01 Step 03

Take off the internal bracket from the canopy. Fix the bracket on the ceiling. Ensure you use the correct Put on the canopy and screw on.
type of wall plug for the material you are dirilling into.

Step 04
Put on adapted bulb ( not included in this package ).

Step 02

Ensure power is switched off !
Connect the main supply cables to the corresponding cables on the light.

* It is recommended that a qualified electrician connects the power in this step.
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